
 

 

 

               Application for Architectural Review Board _______ 
 
* This application must be filled out completely and signed before submittals 

are placed on the ARB agenda. 

The purpose of Architectural Review Board shall be to two-fold; to develop architectural and design guidelines for 

the City of Ladue in accordance with section 110-70 and to apply those guidelines in reviewing projects within the 

City as to whether or not the project adheres to such guidelines. 

APPLICANT INFORMATION 

Name of Applicant:              

Phone #:                                        

Email address of Applicant (for review comments):                      

PROJECT PROPERTY INFORMATION 

Address for proposed work:             

Zoning District:            Parcel ID # (St. Louis county record):       

DESCRIPTION OF PROPOSED PROJECT:           

              

               

Additional Information:  

• Professionally sealed plans are not required for ARB review.  

• Plans for projects involving alterations and repairs, which do not affect the outward appearance of a building, 

and existing decks, fences, window replacements and roofing shingle replacements shall not require approval 

of the Architectural Review Board.  

• Revised plans with any changes predicated by the ARB will need to be submitted with the building permit 

application to the Department of Planning and Development with final trustee approval (if applicable.)  

• Projects approved by ARB should be submitted for building permits within 180 days or the ARB approval may 

become void.  

By signing this application, you acknowledge that by submitting an incomplete application, your petition will not 

be added to the meeting agenda.  

 

X             Date:      

* This application and review for City of Ladue building permitted purposes only. Please be aware of any additional 

covenants and indentures which may be recorded with your subdivision. Approval of this ARB proposal does not waive 

any other permit or other authorization by the City that may be required for you to fully complete your proposed 

project.  

John Beal Inc./Matt Balentine (JBI)

(314) 429-6000/(314) 749-2637

mattb@johnbealroofing.com

101287 Ingleside Drive

19M530116

Extend rafter tails on two perpendicular roof sections to cover
back porch area, will include soffit plywood underneath. Tear off and re-roof.
See attached contracts and drawings.

(JBI) 10/08/2021

























10128 Ingleside Dr, St. Louis, MO 63124

July 15, 2021

Prepared For: John Beal Roofing
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Measurements

Roof Area 3,528 sq ft

Roof Facets 21

Predominant Pitch 5 / 12

Ridges/Hips 166 ft

Valleys 133 ft

Rakes 188 ft

Eaves 155 ft

Bends 30 ft



Top View
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Side Views
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Lengths
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Drip
343

Step
45

Flash
7

Lengths in feet
Bend
30

Eave
155

Hip
8

Rake
188

Ridge
157

Valley
133



Pitches
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Pitches in inches per foot



Areas
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Summary
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Pitch 3 4 5

Area 308 774 2,446

Percent 9% 22% 69%

Waste 0% 5% 10% 12% 15% 17% 20%

Area 3,528 3,704 3,880 3,951 4,057 4,127 4,233

Squares 36 38 39 40 41 42 43

Roof Area 3,528 sq ft

Roof Facets 21

Predominant Pitch 5 / 12

Bends 30 ft

Eaves 155 ft

Hips 8 ft

Rakes 188 ft

Ridges 157 ft

Valleys 133 ft

Flash 7 ft

Step 45 ft

Drip Edge 343 ft

Leak Barrier 566 ft

Ridge Cap 166 ft

Starter 343 ft

Parapets 0 ft

N

Notes: 1) Measurements are rounded to the nearest whole number. 2) Rakes are defined as sloped roof edges. 3) Eaves are defined as level
roof edges. 4) Flashing pertains to level roof edges and excludes valleys. 5) Step flashing pertains to sloped roof edges and excludes areas
around penetrations. 6) Drip edge = eaves + rakes. 7) Waste table excludes additional materials needed for ridges, hips, valleys, etc.



Roofing Materials

Prepared For: John Beal Roofing 10128 Ingleside Dr, St. Louis, MO 631248

Waste 0% 10% 15% 20%

Timberline Products

HDZ, HD, Natural Shadow, American

Harvest, Reflector, Royal Sovereign,

and Cool Series

bundle 108 119 124 130

Starter

WeatherBlocker bundle 4 4 4 5

Pro-Start bundle 3 4 4 4

Quick-Start roll 11 12 12 13

Roof Deck Protection *

Deck-Armor, Tiger Paw, FeltBuster 10 sq roll 4 4 5 5

Shingle-Mate roll 9 10 11 11

VersaShield roll 11 12 12 13

Leak Barrier *

StormGuard, WeatherWatch 2 sq roll 9 10 10 11

WeatherWatch 1.5 sq roll 12 13 14 14

Ridge Cap

Seal-A-Ridge bundle 7 8 8 8

TimberTex bundle 9 10 10 10

Z-Ridge bundle 6 6 6 7

TimberCrest box 9 10 10 10

Ventilation

Rigid Vent 3, Snow Country, Snow

Country Advanced, Hip Vent,

IntakePro, Exhaust Vent (Mesh),

RidgeRunner, Master Flow Vents

GAF recommends at least one square foot of attic ventilation

(evenly split between intake and exhaust) for every 300 square

feet of attic floor space.  Visit the GAF ventilation calculator for

more information at www.gaf.com/ventcalculator.

* Installed coverage will be less and depend on quantity and width of side and end laps.

Notes: 1) These approximate quantities are based on estimated measurements and are for guidance purposes only.  You should always
confirm quantities prior to ordering and ensure you are following local building code requirements.  2) For Timberline, 3 bundles = 0.984
squares.  3) Starter = eaves + rakes.  4) Leak barrier = bends + eaves + flashing + hips + rakes + step + valleys.  5) Ridge cap = hips + ridges.
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